Removed byRegister December 2010 No. 6@r current adm. code sé#tp://docs.legis.wisconsin.gov/code/admin_code

1 DEPARTMENT OF COMMERCE Comm 18.1002

Chapter Comm 18
ELEVATORS, ESCALATORS AND LIFT DEVICES

Subchapterl — Scope and Application Subchapter V — Changes, Additions or Omissions to ASME A17.1
Comm 18.1001 Purpose. Comm 18.1700 Changes, additions or omissions to ASME A17.1.
Comm 18.1002 Scope. Comm 18.1701 Scope and application.

Comm 18.1003 Application. Comm 18.1702 Electric elevators.

Comm 18.1004 Definitions. Comm 18.1703 Hydraulic elevators.

Comm 18.1005 Adoption of standards. Comm 18.1705 Special application elevators.

Comm 18.1707 Dumbwaiter and yipe B material lifts.

Comm 18.1006 Fees. Comm 18.1708 General requirements.

Subchapter Il — Responsibilities, Reporting, Appeals, Petitions and Penalties Comm 18.1709 Reference codes, standards and specifications.
Comm 18.1007 Responsibilities. Subchapter VI — Changes, Additions or Omissions to ASME A18.1
Comm 18.1008 Accident reporting. Comm 18.1800 Changes, additions or omissions to ASME A18.1.
Comm 18.1009 Appeals. Comm 18.1801 Scope.
Comm 18.1010 Petition for variance. Comm 18.1802 Vertical platform lifts.
Comm 18.101 Penalties. Comm 18.1803 Inclined platform lifts.

Comm 18.1804 Inclined stairway chairlifts.
Subchapter Il — Plan Review and Inspection Comm 18.1805 Private residence vertical platform lifts.
Comm 18.1013 Plan review Comm 18.1806 Private residence inclined platform lifts.
Comm 18.1014 Permit to operate. Comm 18.1807 Private residence inclined stairway chairlifts.
Comm 18.1015 Inspection responsibilities. Comm 18.1808 Hydraulic driving means.

Comm 18.1809 Wedge rope sockets.
Subchapter IV — Agent Municipalities Comm 18.1810 Routine, periodic, and acceptance inspections and tests.
Comm 18.1016 Agent municipalities. Comm 18.1820 Courtroom lifts.

Note: Chapter Ind 4s it existed on August 31, 1988 was repealed and a new chapNote: Conveyors, personnel hoists and manlifts located iptivate sector are
ter ILHR 18 was created fefctive September 1, 1988. Chapter ILHR 18 was renuncoveredby the Occupational Safety and Health Ac1870. In the public sectahis
bered to be chapter Comm 18 unslet3.93 (2m) (b) 1., Stats., and corrections madequipments covered by ch. Comm 32.

unders. 13.93 (2m) (b) 6. and, Stats., Registe®©ctobey 1996, No. 490. Correc H i i i i
tionswere made under s. 13.93 (2m) (b) 6., Stats., Regigpeit, 1998, No. 508. (b) Dwe"mg units. This chapter applles to any of the foIIowmg

ChapterComm 18 as it existed on November 30, 1099 was repealed and a new ck&@Iveyancednstalled to serve a dwelling unit on or after January
ter Comm 18 was createdettive December 1, 1999. Chapter Comm 18 as it existel, 2009:

on March 31, 2004, was repealed and a new chapter Comm 18 was created, Register.

March2004 No. 579, éctive April 1, 2004. Subchapters Il to IV of chapter Comm 1 Pas_senger elevators.
18 asthey exist on December 31, 2008, are repealed and new subchapters Il to IV are 2. Frelght elevators.

createdRegister June 2008 No. 630fegtive January 1, 2009. 3 Limited—use/limited—application elevators

Subchapter| — Scope and Application 4. Inclined elevators.
5. Private residence elevators.

Comm 18.1001 Purpose. The purpose of this chapteris 6. Private residence inclined elevators.
to establish minimum safety standards for the design, corstruc 7. power dumbwaiters.

t'ﬁn‘r ltri’nsrt1all1a(;|(")n, ﬂpefratlac, |nﬁpectlon, testing, maintenance, (2) ExempTEDEQUIPMENT. This chapter does not apply to any
alterationand repair of conveyances. of the following equipment:

History: CR03-047: crRegister March 2004 No. 579f.ef~1-04; CR 08-030: . o
am.Register December 2008 No. 636, &f1-09. (a) Personnel hoists within the scope of ANSI A10.4.

(b) Material hoists within the scope of ANSI A10.5.
(c) Manlifts within the scope of ASME A90.1.

(d) Mobile scafolds, towers, and platforms within the scope
of ANSI A92.

(e) Powered platform and equipment for exterior and interior

Comm 18.1002 Scope. (1) COVERED EQUIPMENT. (a)
Public buildings and places of employmeiftis chapter applies
to any of the following conveyances serving a public building or
aplace of employment:

1. Passenger elevators. A - b
>SeNg building maintenance within the scope of ASME A120.1.

2. Freight elevators. N C d related . ¢ within th f
3. Limited-use/limited application elevators. AS(I\zE ngvleyorsan related equipment within the scope o
4. Inclined _elevators. (g) Cranes, derrick$oists, hooks, jacks, and slings within the
5. Power sidewalk elevators. scopeof ASME B30.
6. Rooftop elevators. (h) Industrial trucks within the scope of ASME B56.
7. Special purpose personnel elevators. (i) Portable equipment, except for portable escalators, which
8. Private residence elevaténstalled in public buildings or are covered by ASME A17.1 section 6.1.

placesof employment prior to July 1, 2002. (i) Tiering or piling machines used move material to and
9. Power dumbwaiters. from storage located and operating entirely within one story
10. Escalators. (k) Equipment for feeding or positioning material at machine
11. Moving walks. tools, printing presses, and other similar equipment.
12. Stage and orchestra lifts. (L) Skip or furnace hoists.
13. Type B material lifts. (m) Wharf ramps.

14. Vertical platform lifts withinthe scope of ASME A18.1.  (n) Amusement devices.

15. Inclined platform lifts within the scope of ASMEL8.1. (o) Lift bridges.

16. Stairway chairlifts within the scope of ASME A18.1. (p) Railroad car lifts and dumpers.

17. Courtroom lift as specified in s. Comm 18.1820. (q) Mechanized parking garage equipment.

Register June 2009 No. 64


http://docs.legis.wisconsin.gov/document/register/660/b/toc
http://docs.legis.wisconsin.gov/code/admin_code

Removed byRegister December 2010 No. 6@r current adm. code sé#tp://docs.legis.wisconsin.gov/code/admin_code

Comm 18.1002 WISCONSINADMINISTRATIVE CODE 2

() Line jacksfalse cars, shafters, moving platforms, and-siming place by one person or by 2 or mpegsons maintaining a common household,

lar equipment used for installing an elevator tothe exf'ulsion of all Othelrs' has o
(s) Platform elevators installed in a ship disbbre drillingrig (9) "Placeof employment” has the meaning given in s. 101.01

: : : (11), Stats.
and usedJor the purﬁ)ose of loading and unloading@aequip Note: Section101.01 (1), Stats., reads: “Place of employment includes every
ment, and personnel. place,whether indoors or out or ungound and the premises appurtenant thereto

(t) Dock levelers, such as freight platform lifts, havirtgparel ~ Whereeither temporarily or permanently any industrgdeor business is carried on,
of 12 inches (500 mm) or less or where any process or operation, directly or indirectly related to any indvestie
' or business, isarried on, and where any person is, directly or indireethployed

(u) Shipboard elevators. by another for direct or indirect gain or profit, but does not include any place where

. persons are employed in private domestic service which does not involve the use of
(V) Mine elevators. mechanical power or in farming. “Farming” includes those activities specified in s.
(W) Type A material lifts. 102.04 (3), and also includes the transportation of farm products, supplies er equip

History: CR 03-047: crRegister March 2004 No. 579f.ef-1-04; CR 08-030: ment directly to the farm by the operator of said farm or employees for use thereon,
renum.(lj (intro.) and '(a) to (p) to be (1) (a) (intrd.) ahdo 16. and am. o) (é) if such activities are directly or indirectly for the purpose of producing commodities

i i _ for market, or as an accessory to such production. When used with relation-to build
(intro.), cr. (1) (8) 17. and (1) (b) Register December 2008 No. 686, €1-09. ing codes, “place of employment” does not include an adult family home certified

. . unders. 50.01 (1) grexcept for theurposes of s. 10111a previously constructed
Comm 18.1003 Application. (1) NEw AND EXISTING  building usedas a community—based residential fagilitg defined in s. 50.01 (1g),
INSTALLATIONS. (a) Code application.Except as specified in par whichserves 20 or fewer unrelated residents.”
(b), all new and existing conveyances and alterations of existing(10) “Public building” has the meaning given in s. 101.01
conveyances covered by this chapter shall conform to the-prdii2), Stats.

sions in this chapter infefct on the contract date. Note: Section 101.01 (12), Stats., reads: “Public building means any structure,
. ils i led in el . | including exterior parts of such building, such as a porch, exterior platfosteps
(b) Exceptions.1. Handrails installed in elevators prior to Julyyoviding means of ingress @gress, used in whole or in part as place of resort,
1, 2002 may be removed. assemblagdpdging, trade, trdic, occupancyor use by the public or by 3 or more
. : ants.When used imelation to building codes, “public building” does not include
2. Oil return pumps for hydrau“C elevators may be removéﬁg‘reviously constructed building used as a community—based residential facility as

andreplaced as allowed by ASME A17.1 section 3.18.3.7it-W definedin s. 50.01 (1g) which serves 20 or fewer unrelated residents or an adult fam
tenpermission shall be obtained from the owner for the removéiihome defined under s. 50.01 (1).”

H P H P istory: CR03-047: crRegister March 2004 No. 579f.ef-1-04; CR 06-120:
of the oil return pump and it shall be recorded in the malntena%ﬁ(s)’ Register February 2008 No. 626, 8¢1-08: CR 07-089: (7), renum (@)

recordas specified in s. Comm 18.1007 (1) (b). and(9) to be (7) and (8) Register June 2008 No. 630]€1-09; CR 08-030: renum.
3. The requirements in ASME A17.1 sectidn40, 8.1, 8.6, (6), (7) and (8) to be (7), (8nd (10), cr(6) and (8) Register December 2008 No. 636,

f . eff. 1-1-09; correction to renumbering madelers. 13.92 (4) (b) 1., Stats., Register
8.7,8.9, 8.10, and 811lapply toboth new and existing installa pecember008 No. 636. 9 @) ®) 9

tions.
4. Stage and orchestra lifts shall comply with the applicable Comm 18.1005 Adoption of standards. (1) ASME
provisions in ASME Al7.1 Parts 1 to 4. A17.1SaFeTy Cobe The Safety Code for Elevators afsicala

(2) DEPARTMENT AUTHORITY. The department shall hattee tors, ASME A17.1-2007, subject to the modifications specified
authority to interpret the requirements in this chapter and in ali subch. V is incorporated by reference into this chapfea
adoptedcodes and standards. requirementin the ASME A17.1 contains cross-references to

History: CR03-047: crRegister March 2004 No. 579f.ef-1-04; CR 08-030: anotherASME A17.1 requirement modified lifiis chapterthat
am.(1) (a) and (b) 2. Register December 2008 No. 636]€1-09. modificationshall apply to the cross-reference also, urépss

Comm 18.1004 Definitions. In this chapter: uﬂ;:gll);;t;t;iotahe;me. st The Safety Standard 1
(1) “Alteration” means any change to equipment, including its ME A18.1 AFETY STANDARD.  The Safety Standard for
parts,components, asubsystems, other than maintenance, repairatformLifts and Stairway Chairlifts, ASME A18.1-2008ub
or replacement. Jectgobthe :(nodlflcatlons rs\peuf(ljed |nfsubch. i¥lhereby |n;:]orpoS
P " ratedby reference into this code. If a requirement in the ASME
(2) “Apprcl)’ved means accgptable t_o the department. . A18.1 contains a cross-reference to another ASME A18.1
(3) “"ANSI" meansghe American National Standards Instituteequirementmodified by this chapter that modification shall
(4) “ASME” means the American Society of Mechanicaipplyto the cross-referenedso, unless specifically stated other
Engineers. wise.

(5) “Building code” means chs. Comm 60 to 66, which is theﬁNoteif@]C%py OItthe f\s“ﬁ'?h“f'“ﬁ”? ASRMfE A18-1§tand6\iﬂicsn file :;tg::
WisconsinCommercial Building Code. officesof the department and the Legislative Reference Bureau. Copies se
Note: The Wsconsin Commercial Building Code, chs. Comm 60 to 66, adopts %%%%T%&%P f;cet;?%i‘éf(’gg(')‘f &83'\—/?76232 Law Drive, Box 2900, Fairfield, NJ
referencethe International Building Code (IBC), thelnternational Enegy Con History: CR 03-047: crRegister March 2004 No. 579f.ef~1-04; CR 08-030:
servationCodé’ (IECC), theInternational Mechanical Cod&(IMC), theInterna- am Regiéter December 2008 No. 636, 8:1-09. ' ’ ’
tional Fuel Gas Codeé (IFGC) and thelnternational Existing BuildingCodé’ ’ ' ’ '
(IEBC). Comm 14, Fire Prevention Code, may have rules that rfext #fe mainte

nanceand use of an existing building. Comm 18.1006 Fees. Fees for plan reviewpermit
(6) “Conveyance’has the meaning as givensn101.981 (1) application,inspection, permit to operate and other services per
(c), Stats., except it does not include any of the following: formed by the department pertaining to elevators, escalators and

(a) A platform lift, stairway chair lift and any other similar|'ﬂH‘_j?V'CeC5R%2a(|)L$e EUDT'HSd ?Szgoae’\f'f'se%f'; ihbfgg]g? gég

i i i i H i Istory: —| . Crregister Marc 0. ef—=1-04; = N
deviceserving an |nd|v_|dual dwelling unit. am. Register June 2008 No. 630f df-1-00

(b) A personnel hoist.

(c) A material hoist. Subchapter Il — Responsibilities, Reporting, Appeals,
Note: Section 101.981 (1) (c), Stats., reads: “Conveyance” means an elamator it i
escalatora dumbwaitera beltmanlift, a moving walkwaya platform lift, a personnel Petitions and Penalties
hoist,a material hoist and a stairway chair kiftd any other similar device, such as

anautomated people moversed to elevate or move people or things, as provided Comm 18.1007 Responsibilities. (1) OwWNER. (a) Per-
tooperate. The owner of any equipment covered by this ehap

in the rules of the department. “Conveyance” does not include a grain elevator a}ﬁk{

lift or towing device, or an amusement or thrill ride. I ~ . d h . )
ter shall obtain and maintain a valid permit to operate as specified

underthis chapter

(7) “Department’means the department of commerce.
“Dwelli it” has th i i ins. 101.61 (1 . . .
Stestss). welling unit” has the meaning given in s. 101.61 (1), (b) Maintenance ecord. A maintenanceecord as specified

Note: Section 101.61 (1), Stats., reads: “Dwelling unit” meastsLeture or that in ASME A17.1 se_ctlon 8'6'1-4'1 and s. Comm 18.1708 (2) (a)
part of a structure which is used or intended to be used as aresidence or sleep Shallbe made available to the inspector upon request.
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3 DEPARTMENT OF COMMERCE Comm 18.1013

(C) Accident eporting. The owner of any equipment coveredhedepartment may modify its order and shall substfutéhe local order appealed

; ; P from such order as shall be reasonable and legal in the premises, and thereafter the
g:rc])?ﬁrrntli]g fgggter shall report any accidents as speurﬁndaeks. saidlocal order shall, in such particulars, be void and of fecef

. L . (3) CoNTESTEDCASEHEARING. In addition to any other right
(2) ELEVATOR CONTRACTOR. (a) On-site fabrication or instal  proyidedby law any interested person may file a written request
lation. Elevatorcontractors shall submit a permit application a”E)r a contested case hearing, as specified in s. 227.42, Stats.
p_Iar][jsto o d?)l?r:_rnentfor agent mtu nicipality f(&rtt)hetr?n—fibet (4) PETITION OF ADMINISTRATIVE RULE. Pursuant to £27.12
rication or installation of equipment as required by this chapte el h - e
Note: See the licensing requirements for elevator contractors as specified .gtats"a.‘ny mun|_C|paI|tycorpc_>rat|o_n or any 5 enore _p_ersons hav
ch. Comm 5. ing an interest in an administrative rule may petitiondbpart

(b) Availability of plans. The elevator contractor who installsmentrequesting the adoption, amendment or repeal of the rule.

elevators,escalators or lift devices as specified in this chaptgrH‘f{;’r,%;g?s?e%;oci?,;gg?%%‘gge,uf)”’g‘géfg_%% 6301, éf-1-09; CR 08-030:
shall have available at the installation site a copy of the permﬂ" T '

applicationand. approvgd plans for the equipment: . Comm 18.1010 Petition for variance. The department
_(c)_Installation, repair, replacement and alteration informa. g consider and may grant a variance to a provision in this chap
tion. The elevator contractor who installs elevators, escalatorser i accordance witth. Comm 3. The petition for variance shall
lift devices shall provide to the owner or owseepresentative jnc|yde, where applicable, a position statement from the fire

acopy of the'approved permit appllca_tlon and_ plans. departmenbr local building dficial having jurisdiction, or both.

(d) Compllance and maintenance 'nformat_'Oﬁhe _elevator Note: ChapterComma3 requires the submittal of a petition for variance form (SBD
contractonNho installs elevatorsgscalators or lift _dewces .S.ha” 9890)and a fee, and that aguivalency is established in the petition for variance that
prowdeto the owner or owné&s representative written verifica meetsthe intent of the rule being petitioned. Chapter Comm 3 also requires the

tion the units comply with this chapter and the maintenan6%‘?1?;"1”09ghosmggszsa;igu'a’ petitions within 30 business aagspriority petitions

req‘uwementmecessary _for the safe operation of the equmen\/{-Note: Copies of the petition for variance form SBD-9890 are available at no
History: CR 07-089: crRegister June 2008 No. 630f. &-1-09; CR 08-030: chargefrom the Safety and Buildings Division@ Box 7162, Madison, #tonsin
am. (1) (b) Register December 2008 No. 636,1ef1-09. 53707-71620r telephone (608) 266-3151 and TTY (608) 264-8777, or &atfety
andBuildings’ web site at wwweommerce.wi.gov/SB

Comm 18.1008 Accident reporting. If a conveyance History: CR 07-089: crRegister June 2008 No. 630f. &~1-09.
malfunctionsresulting in bodilyinjury requiring more than first
aid treatmentthe owner or ownés agent shall do all of the fol Comm 18.1011 Penalties. Penalties foviolations of this
lowing: chaptershall be assessed in accordance with 101.02 and

(1) Removethe conveyance from service immediately 1(’)\‘1-9835?331-01 02 (12), Stat., indicates th dou drin which
. - . ote: Section 101. , Stats., indicates that every day during which any per
(2) Notify the department during normal business haurs son, personsgorporation or any €iter, agent or employee thereof, fails to observe

notify the state division of emgency management during non—andcomply with an order of the department will constitute a separateistimct

businessours immediately after the accident. violation of such order o o _
Note: The department may be contacted at phone: (608) 2667548 during normayote: Section 101.02 (13) (a), Stats., indicates penalties will be assessed against
businessiours. The State Division of Engency Management can be contacted afi"y 8mployeremployee, owner or other person who fails or refuses to perform any

(800) 943-0003 during non—business hours. A copy of the elevator/escalator ab&y [awfully enjoined, within the time prescribed by the department, for which no
dentreport form SBD—10782 is available on the Safety and Buildings’ welatsite PENaltyhas been specifically provided, or who fails, neglects or refuses to comply
WWW.Commerce.wi.qov/SB with any lawful order made by the department, or any judgment or decree made by
. . e ny court in connection with subchapter | of ch. 101, Stats. For each such violation,
(3) Submitan accident report to the department within 4gilure or refusal, such employee, owner or other person must forfeit and péyeinto

hours. statetreasury a sum not less than $10 nor more than $100 for each violation.

Note: Accident reports are tbe submitted to the Department of Commerce, Note: Section 101.988 (3), Stats., reads: “Any person who violates this sub
Safetyand Buildings Division, Integrated Services Bureau, Elevator Safety Prograghapteror rules promulgated under thisibchapter may be fined not more than
P.0O. Box 7302, Madison, WI 53707-7302 or fax at (608) 283741 $1,5000r imprisoned for not more than 30 days or both, except that, notwithstanding

i . . s.939.61 (1), the ownesf a private residence in which a conveyance is located may
(4) Prohibitrepairs, adjustments or removal of parts ftbe 1 be finedor required to pay a forfeiture to this state as a result of any violation

premisesuntil authorized by the department. involving that conveyance.
(5) Verify the departmens investigation and inspection has History: CR 07-089: crRegister June 2008 No. 630, &f-1-09.

beencompleted. The conveyance shall not be returned to service . .
until authorized by the department. Subchapterlll — Plan Review and Inspection

History: CR 07-089: crRegister June 2008 No. 630f. é~1-09; CR 08—030:
r. and recrRegister December 2008 No. 636, &f1-09.

Comm 18.1013 Plan review. (1) GENERAL REQUIRE
MENTS. An elevator contractor shall submit plans and permit
@glicaﬂons‘or the installation ofiny new or altered conveyance

he department or agent municipalfor approval. No work
hall commence before thplans and permit application are

Comm 18.1009 Appeals. (1) APPEAL OF DEPARTMENT
ORDER. Pursuant to s. 101.02 (6) (e), Stats., any person who o
or operates a conveyance that feeted by an ordesf the depart

mentmay petition thelepartment for a hearing on the reasonablgpproveoby the department or agent municipalifjhe approval

nessof any order letter issued by the department or agent municipality shall be
(2) APPEAL OF LOCAL ORDER. Pursuant to s. 101.02 (7) (b),postedprior to construction at or near the equipment space at the
Stats. any person &cted by a local order that is in conflict withconstructionsite and shall remain posted until the fimsipection
aprovision of this chapter may petition the department for & heaétermines:omplianceNith the code. The approval letter shall be
ing onthe grounds that the local order is unreasonable and4n cgfnsidereche permit specified under s. 101.983 (1) (a), Stats.

flict with the rule of the department. Note: Section 101.983 (1) (a), Stats., reabim person may construct, install, or
Note: Section 101.01 (8), Stats., defines “local order” as any ordinance,roteer altera conveyance in this state unless an elevator contractor licensed by the depart

or determination of any common council, board of alderpersons, board of trusteementunder s. 101.985 (1) has received a permit foctimstruction, installation, or

the village board, ofany village or citya regulation or order of the local board of alterationfrom the department.

health,as defined in s. 250.01 (3), or ordedeection of any dicial of a municipal

ity, upon any matter over which the department has jurisdiction. (2) New 'NSTALLATl,ONS' (@) Number of plans.An elevator
Note: Section 101.02 (7), Stats., reads: “Upon receipt of such petition the-dep&®@Ntractorshall submit all of the following tthe department or

mentshall order a hearing thereon, to consiet determine the issues raised by suctagentmunicipality forplan review and approval for the proposed

appeal,such hearing to be held in thidlage, city or municipality where the local instg|lationof any conveyance:

orderappealed from was mad#lotice of the time and place of such hearing shal| ] o

begiven to the petitioner and such other persons as the depantaefind directly 1. At least 3 copies of bourgtjuipment layout plans and spec

interestedin such decision, including the clerk of the municipality or town fronjfications

which such appeal comes. If upon such investigation it shall be found that the Ioceﬁ ’ X . X X

orderappealed from is unreasonable and in conflict with the aifdée department, 2. At least 3 copies of the permit application.
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Comm 18.1013 WISCONSINADMINISTRATIVE CODE 4

(b) Informationon equipment plans or specificationsifor- anceand machine room, contrabom or control space comply
mationon equipment plans epecifications shall conform to thewith the requirements of this chapter
applicable sections in ASMEA17.1 and ASME A18.1 and 6. For conveyances serving public buildings and places of
includeall of the following: employmentat least one copy of the equipment plans and specifi
1. A plan of the carhoistway and machine room, controlcationscontaining theoriginal shop drawing stamp of the super
roomor control space showing all clearances, including all insidésing building designer
caror platform dimensionspecified in this chapter and the bild (c) Evidence of plan appral. Evidence of building plan
ing code. approval,where applicable, shall be included with the elevator
2. A cross—section drawing through the hoistwaity car and escalatoor lift device plan submittal.
machineroom, control room or control space that shows all appli (3) ALTERATIONS. (@) Equipment plans and application
cabledimensions. Landings shall be shown, indicating types Rfquired. 1. A department permit-application form SBD-22 and
hoistwaydoors or gates. _ at least 3 copies @fquipment plans and specifications complying
3. A complete dimensioned layout of tirachine room, cen  with sub. (2) shalbe submitted for examination and approval to
trol room or control space showing working clearances aroufitk department or agent municipality for the proposed alteration

machine controller and disconnecting means.
4. The sizeand weight per foot of guiderails and details 018.1013-3.

their support, including reinforcements where required.
5. Suficient data and information to determine if tenvey

Submittal of Plans and Application Required

of conveyances as specified imbles Comm 18.1013-1 to

Table Comm 18.1013-1
Alterations to Elevators

2. Evidence of building plan approval, where applicable,
shallbe included with the conveyance plan submittal.

Item Type of Alteration General Requirements
Electric Elevators Hydraulic Elevators
1. Relocation of machine room or ASME A17.1-8.7.2.7 ASME A17.1-8.7.3.7
machinery spaces, or changes in
machine room or machinery layout
2. Addition of hoistway doors or gates| ASME A17.1-8.7.2.10 ASME A17.1-8.7.3.10
3. Increase in deadweight plus rated | ASME A17.1-8.7.2.15.2 ASME Al17.1-8.7.3.21
load is more than 5%
4. Decrease in deadweight plus rated| ASME A17.1-8.7.2.15.2 NA
load is more than 5%
5. Change in classification ASME A17.1-8.7.2.16 ASME A17.1-8.7.3.17
6. Increase or decrease in rated load | ASME A17.1-8.7.2.16.4 ASME A17.1-8.7.3.20
7. Increase or decrease in travel ASME A17.1-8.7.2.17.1 ASME A17.1-8.7.3.22.1
8. Increase in rated speed ASME A17.1-8.7.2.17.2 ASME A17.1-8.7.3.22.2
9. Decrease in rated speed ASME A17.1-8.7.2.17.3 ASME A17.1-8.7.3.22.3
10. Installation of a device to prevent | ASME A17.1-8.7.2.20 ASME A17.1-8.7.3.23.7
unintended movement or ascending
car overspeed
11. Alterations to guide rails ASME A17.1-8.7.2.24 ASME A17.1-8.7.3.28
12. Replacement of drive machines ASME A17.1-8.7.2.25.1 ASME A17.1-8.7.3.23.4 and
8.7.3.24
13. Change in location of drive maching ASME A17.1-8.7.2.25.2 ASME A17.1-8.7.3.23.5
14. Installation of controllers ASME A17.1-8.7.2.27.4 ASME A17.1-8.7.3.31.5
Table Comm 18.1013-2
Alterations to Escalators and Moving Walks
Submittal of Plans and Application Required
Iltem Type of Alteration General Requirements
Escalator Moving Walk
1. Relocation of escalator or moving | ASME A17.1-8.7.6.1.2 ASME A17.1-8.7.6.2.2
walk
2. Alteration to floor openings ASME A17.1-8.7.6.1.3 ASME A17.1-8.7.6.2.3
3. Alteration to trusses and machinery ASME A17.1-8.7.6.1.4 ASME A17.1-8.7.6.2.4
spaces
4. Change to angle of inclination or ASME A17.1-8.7.6.1.5 (a) and (b) | ASME A17.1-8.7.6.2.5 (a) and (b)
geometry
5. Alteration to balustrades ASME A17.1-8.7.6.1.5 (c) ASME A17.1-8.7.6.2.5 (c)
6. Alteration to combplates ASME A17.1-8.7.6.1.8 ASME A17.1-8.7.6.2.8
7. Alteration to trusses and girders ASME A17.1-8.7.6.1.9 ASME A17.1-8.7.6.2.9
8. Alteration to track system ASME A17.1-8.7.6.1.10 ASME A17.1-8.7.6.2.10
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5 DEPARTMENT OF COMMERCE Comm 18.1013
Table Comm 18.1013-3
Alteration to Dumbwaiters and Material Lifts
Submittal of Plans and Application Required
ltem Type of Alteration General Requirements
Dumbwaiters and Material Lifts
1. Conversion of dumbwaiter or mater

an elevator

ial lift tT ASME A17.1-8.7.7.3.3

(b) Application equired. At least 3 copies of a completedapprovalfor the alterations, repairs angplacements specified in

departmenpermit application form SBD-22 shall sebmitted TablesComm 18.1013-4 to 18.1013-7:
to the department or agent municipality for examination and

Table Comm 18.1013-4

Repairs, Replacements and Alterations to Elevators
Submittal of Application Required

Item Type of Alteration General Requirements
Electric Elevators Hydraulic Elevators
1. Repair of speed governor ASME A17.1-8.6.2.3 ASME A17.1-8.6.2.3
2. Repair of releasing carrier ASME Al17.1-8.6.2.4 ASME A17.1-8.6.2.4
3. Replacement of speed governor ASME A17.1-8.6.3.6 ASME A17.1-8.6.3.6
4. Replacement of valves, pressure-pip NA ASME Al17.1-8.7.3.24
ing
5. Replacement of hoistway doors ASME A17.1-8.7.2.10.1 and ASME ASME A17.1-8.7.3.10
A17.1-8.7.2.11.2
6. Alteration to valves, pressure piping NA ASME A17.1-8.7.3.24
7. Addition or alteration to door ASME A17.1-2.27.3.1.6 (e), ASME| ASME A17.1-2.27.3.1.6 (e), ASME|
reopening devices A17.1-2.13.5 and ICC/ANSI A17.1-2.13.5 and ICC/ANSI
A117.1-407.2.5 A117.1-407.2.5
8. Installation of fire sprinkler in ASME A17.1-8.7.2.8 ASME A17.1-8.7.3.8
machine or control room or space qr
at top of hoistway
9. Alteration of speed governor ASME A17.1-8.7.2.19 ASME A17.1-8.7.3.16
10. Alteration to hoistway doors ASME A17.1-8.7.2.10.1 and ASME ASME A17.1-8.7.3.10
A17.1-8.7.2.11.2
11. Addition of hoistway door-locking | ASME A17.1-8.7.2.1.1 and ASME | ASME A17.1-8.7.3.1
devices A17.1-8.7.2.11.2
12. Alteration or addition of power ASME Al17.1-8.7.2.12 ASME A17.1-8.7.3.12
operation of car or hoistway doors
13. Installation of new safeties ASME A17.1-8.7.2.18 ASME A17.1-8.7.3.15
14. Change in size or type of suspensionASME A17.1-8.7.2.21.1 ASME A17.1-8.7.3.25
ropes
15. Alteration to oil bufers ASME A17.1-8.7.2.23 ASME A17.1-8.7.3.27
16. Alteration to drive machine brakes | ASME A17.1-8.7.2.25.1 NA
17. Alteration to terminal stopping ASME Al17.1-8.7.2.26 ASME A17.1-8.7.3.30
device
18. Addition of top—of-car operating ASME A17.1-8.7.2.27.1 ASME A17.1-8.7.3.31.1
devices
19. Change in type of control ASME A17.1-8.7.2.27.5 ASME A17.1-8.7.3.31.6
20. Change in type of operation ASME A17.1-8.7.2.27.6 ASME A17.1-8.7.3.31.7
21. Alteration to emegency or standby | ASME A17.1-8.7.2.28 ASME A17.1-8.7.3.31.8 (b)
power system
22. Alteration to firefighters’ emegrency | ASME A17.1-8.7.2.28 ASME A17.1-8.7.3.31.8 (c)
operation
23. Alteration to or replacement of a NA ASME A17.1-8.7.3.23.1-8.7.3.23.3
plunger or cylinder
24. Increase in working pressure NA ASME A17.1-8.7.3.23.4
25. Alteration to or installing auxiliary | NA ASME A17.1-8.7.3.31.9
power lowering
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Comm 18.1013 WISCONSINADMINISTRATIVE CODE 6

Table Comm 18.1013-5
Alterations to Escalators and Moving walks
Submittal of Application Required

Item Type of Alteration General Requirements
Escalator Moving Walks
1. Alteration to handrails ASME A17.1-8.7.6.1.6 ASME A17.1-8.7.6.2.6
2. Alteration to step system or tread | ASME A17.1-8.7.6.1.7 ASME A17.1-8.7.6.2.7
way system
3. Alteration to trusses and girders ASME A17.1-8.7.6.1.9 ASME A17.1-8.7.6.2.9
4. Increase of rated load or speed ASME A17.1-8.7.6.11 ASME A17.1-8.7.6.2.1
5. Alteration to driving machine, motor ASME A17.1-8.7.6.1.12 ASME A17.1-8.7.6.2.12
and brake
6. Alteration or addition of operating | ASME A17.1-8.7.6.1.13 ASME A17.1-8.7.6.2.13
and safety devices
7. Alteration to or addition of lighting | ASME A17.1-8.7.6.1.14 ASME A17.1-8.7.6.2.14
access and electrical work

Table Comm 18.1013-6
Alterations to Dumbwaiters and Material Lifts
Submittal of Application Required

Item Type of Alteration General Requirements

Dumbwaiter or Material Lift

1. Increase in rated load ASME A17.1-8.7.7.1.2

Table Comm 18.1013-7
Alterations to Platform Lifts
Submittal of Application Required

Iltem | Type of Alteration General Requirements
Platform Lifts

1. Alteration to safeties or speed governors | ASME A18.1-2.8

2. Alteration to plungers ASME A18.1-8.1.3

3. Alteration to cylinders ASME A18.1-8.1.4

4. Alteration to or addition of machine room | Comm 18.1802 (1) (a)

5. Alteration to hydraulic valves Comm 18.1808 (1), (2), (3) and (6)

Note: “NA” in Tables Comm 18.1013-1 and Comm 18.1031-7 means “Not applicable”.

Note: See Comm 2.15 for fee requirements.

Note: Copies of the permit application form SBD-22 are available at ngelffram the Safety and Buildings DivisionOPBox 7162, Madison, ¥sconsin 53707-7162,
or telephone (608) 266-3151 and TTY (608) 264-8777, or at the Safety and Buildings’ web site @immverce.wi.gov/SB

(4) PLan REVIEWACTIONS. (8) Review of plansAll approvals 2. That the approval was issued in error

of permit application and plans for installation, repegplace 3. That the work performed is not consistent with the approval
ment, or alteration shall be performed by the department or b¥is in violation with this chapter

t icipalities.
agentmunicipatities (d) Denial of appoval. If the department or agemtunicipat

(b) Conditional appoval. If, upon examination, the depart . d . - A
SR : ; s etermines that the plans thie permit application do not sub
mentor agent municipality determines that the permit apphcat'dsa(antiallycomply with the provisions of this chaptére permit

andplans for installation, repaireplacement, or alteraticub S " ! - .
stantiallycomply with the provisions of this chaptarconditional 2PPlicationfor conditional approval shall be denied, in writing.
approval,in writing, shall be granted. All noncode—complying (e) Processing timePursuant to s. Comm 2.07 (3), the depart
conditionsstated in the conditional approval shall be correctadentor agent municipality shall review and makeesermination
beforeor during installation. A conditional approval issued by then a permit application for approval of an installation oakar
departmentor agent municipality shall not be construed as astionwithin 15 business days.

assumptiorof any responsibility fothe design or construction of
the equipment.

(c) Revocation of appwval. The department or agent munici . .
pality may revoke any approval, issued under this chapteeif - If the work authorized under the approval is not com
departmenbr agent municipality determines aaf/the follow F:se”ggd"”th'” 6 months aftethe date on which the approval is
ing: Issuea.

1. That information provided by the person obtaining the 2. If the work authorized under the approval is suspended or
approvalcontains false statements or misinterpretations of-matbandonedor 60 consecutive days at any time following ¢bet
rial fact. mencemenbf the work.

(f) Expiration. An approvalssued under this chapter expires
underany of the following circumstances:
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7 DEPARTMENT OF COMMERCE Comm 18.1016

(g) Resubmittal. When an approval expires under.d@; ment. If the department conducts the inspection, the owuiler
plansshall be resubmitted in accordance with sub. (1). be chaged a feen accordance with s. Comm 2.15 for each inspec

History: CR 07-089: crRegister June 2008 No. 630f. éf-1-09; CR 08-030: tion.
(1), () (@) (ntro.), (b) (intro.}1. t0 3., 5., 6., (3) (a) L., 2ables 1, 4 and 7 Regi - -
A ) ) e Lo Oy 2 6 @ @ 1. 2alles 1, 4and T Regis 1) pepartment inspection peedures. 1. The department

shallbe notified at least 7 days from wheaork that is covered by
Comm 18.1014 Permit to operate. (1) Issuance. No s.Comm 18.1013 is complete and ready for an inspection to be
owner may use or operate a conveyanoil an acceptance scheduled.
inspection,periodic inspection, or test of equipment covered by 2. a. If the equipment is not complete and ready at the time
this chapter is performed and the installation is fourtstin com  of the scheduled inspection, the inspection will not be made and
pliancewith the provisions of this chaptefThe department or acancellation fee will be assessed in accordance with ch. Comm
agentmunicipality shall issue a permit to operaii¢hin 10 busi 2, and a reinspection will be scheduled.
nessdays from receipt of an inspection report showing com p_ Unless the inspector receivieswriting a cancellation of
pliancewith the provisions of this chapter a scheduled inspection at least 7 days prior to the scheduled
(2) DispLay. The owner of a conveyance shall display the peinspectiondate, a fee as specifigdch. Comm 2 will be assessed
mit to operate applicable to the conveyance on or in the convéyr the cancellation.

ance, orif applicable, in the machinery room or space. 3. Equipment found to be in noncompliantey be rein
(3) TerM. A permit to operate issued under this section shalpectedas determined by thespector to obtain compliance with
expireone year from the date of issuance. the provisions of this chapter

(4) RenewaL. (a) Prior to the expiration of the permit to eper  (c) Agent municipalities Licensed elevator inspectgmovid
ate as specified in sub. (3), an owner shall renew the permititay inspection services for an agentunicipality shall comply
operateby scheduling a periodic inspection with the departmentjth subch. IV
agentmunicipality or an independent licensed elevator inspector (3) RecisTRATION NUMBERS. All new conveyances as speci

(b) Upon performing thénspection, the department shall givefied in s. Comm 18.1002 (1), shall be assigned a registnation
the owner notice of the conveyance safety deficiencies and sHadk by the department or agent municipalitfhe registration
instruct the owner as to the procedure for obtaining periodimumbershall be located in an area tismteadily visible to inspec
inspectionsand renewing the permit under which lifteor equip  tors.
mentis operated. (4) TYPESOF INSPECTIONSOR TESTS. (&) Acceptancenspee

(5) RevocaTioN. The department or agent municipality mayionsand tests.The department or agemiunicipality shall con
revokea permit to operate if the equipment is found to be in noductacceptance inspections and tests as specified in ASME A17.1
compliancewith the applicable safety standard. Upon revocaticsection8.10, and ASME A18.1 section 10.1.3.
of the permit to operate, the department or agemicipality (b) Periodic or outine inspections. A licensed elevator
shallnotify the ownerin writing, of the non-complying items andinspectorshall conduct periodior routine inspections as speci
afford the owner the opportunity for a hearinghin 30 days after fied in ASME A17.1 section 81land ASME A18.1 sections 10.2

the_date of revocation. _ and10.3.
am'-."a?,r%'z) 25&1}?3?p%&i%ftééig%éf’ggo%%398%&21[283’_ CROB-030: ~ (c) Periodic tests. 1. Periodic tests as specified in ASME
Al17.1section 8.1 and ASME A18.1 section 10.3 shall be con
Comm 18.1015 Inspection responsibilities. ~ ductedby persons licensed or registered as specified@osim

(1) GENERAL. (a) Licensing. All inspections of conveyances 5-991. . _ _
requiredby this chapter shall be conductedg®rsons who are 2. Reports containing complete information shall be- sub
licensedin accordance with s. Comm 5.64. mittedto the department or agent municipafity any of the fol

(b) Inspection eport. Licensed elevator inspectors shall-prelowing tests:
pareaninspection report that identifies items of noncompliance. a. Category 1 fotests on hydraulic elevators shall use depart
Itemslisted on the inspection report as being out of compliandeentform SBD-3.
with this chapter shalbe corrected on or before the compliance b. Category 1 for tests on escalators shall use department form
datestated on the report. SBD-6.

(2) INSPECTORPROCEDURES. (@) Independent licensed eleva c. Category 5 for tests on safeties or governors shall use
tor inspector pocedures.Licensed elevator inspectors providingdepartmenform SBD-2E. All other category 5 tests shall use
independentnspection serviceshall comply with the all of the departmenform SBD-10872/Cat5-E.
following procedures: Note: Copiesof the forms SBD-2E, SBD-3, SBD-6 and SBD-10872/Cat5-E are
1. Alicensed elevator inspector shall submit writtenifica-  S0ECS 00 TR0 7T (2 R 60) 2676706, or i he Safety and Buidings
tion to the department of an agreement between the owner an ite at wwwcommerce.wi.gov/SB
licensedinspector for inspection services no latemn 30 calendar  History: CR 07-089: crRegister June 2008 No. 630} -1-09; CR 08-030:
daysafter inspection service on equipment covered by this-chd (D @) &) (). () (©). (3). (4) (@nd (b), rand recr(4) (¢) Register December

; : k g 0. 636, ef 1-1-09.
ter is started. When an owneliscontinues licensed elevator
inspectionservices, the licensed elevator inspector shall notify the SubchapterV — Agent Municipalities
departmentot more than 30 days from the date of cancellation.

2. Alicensed elevator inspector shall file an inspection report Comm 18.1016 Agent municipalities. (1) DESIGNA-
with the department, on a form approved by the departmentn. The department may designate to an agent municipality the
within 10 business days after the inspection. authorityto review and approve elevatescalatoor lift device

3. If a licensed elevator inspector does not file a periodidansandspecifications, conduct inspections and issue permits to
inspectionreport with the department within 30 calendays operatefor those typesf installations to be located within the
from the expiration date of the permitdperate, the departmentmunicipality’sboundary limits and which require approvader
may conduct the inspection. If the department conducts tH#S chapter
inspectionthe owner will be chged a fee in accordance with s.  (2) CoNDITIONSOFAGENT DESIGNATION. (@) Agent municipal
Comm?2.15 for each inspection. ities shall comply with all of the following:

4. If a licensed elevator inspector is unable to obtain-com 1. Employ licensedelevator inspectors to perform plan
pliancewith this chapterthe inspector shall notify the depart reviewand inspection functions.
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Comm 18.1016 WISCONSINADMINISTRATIVE CODE 8

2. Forward to the department any information requested by 2. This is a department rule in addition to the requirements in
the department relative to the examination of plans and irRspe&SME A17.1 section 2.7.3.4.3: Hoistway access doors shall be
tions of elevators, escalators or lift devices. providedwith an electric contact to remove power to the driving

3. Notify the department, in writing, at least 30 days prior tf€answvhen the panel is not in the closed position.
the date uporwhich the agent municipality intends to relinquish (c) Temperatue and humidity This is a department informa
the plan examination and inspection responsibilities for equitional note to be used under ASME A17.1 section 2.7.9.2.
mentcovered under this chapter Note: See the building code for requirements prohibiting the transtesrgémi

(b) The primary duties of the licensed elevator inspectors shjedai

; ; ; ; ; (3) GUARDING OF EQUIPMENT. This is a department rule in
m)(:rlll;fjeelevator escalator and lift devices plan review and "SP€%dditionto the requirements in ASME A17.1 sectd0.1: The

A icinali Ve its iurisdicti openingsin machinery room floors, through which cables pass,
(c) An agent municipality may waive its jurisdiction folan a1 pe fitted with suitable guards to prevent any loose material
reviewand approval for any project, in which case plans $feall

\ ; from coming in contact with the cablend to prevent any loose
submittedto the department for review and approval. partsfrom dropping through the openings. The guatdsi be at

(d) Agent municipalities may set lmydinance the fees for planjeast2 inches high and shall be securely attached to the floor

reviewservices. (4) HolsTwaAY DOORUNLOCKING DEVICES. This is a department
. L rule in addition to the requirements in ASME Al7s&ction
SubchapterV — Changes, Additions or Omissions to 2.12.6.2: The unlocking device operating key shall be located
ASME A17.1 adjacentto the elevator disconnecting means located in the
machineroom. The key shall be identified and the following
Comm 18.1700 Changes, additions or omissions to  instructionsshall beposted: “Place the disconnecting means in
ASME A17.1. Changes, additions or omissions to the ASMEhe off position and lock it, prior to using the hoistway door
Al7.1are specified in this subchapter are rules of the departmeftockingkey”
andare not requirements of the ASME Al17.1. (5) CaPACITY AND LOADING. This is a department informa
Note: Thesections in this chapter are generally numbered to correspond with tienal note to be used under ASME A17.1 section 2.16.1.1:
Zel‘;ti‘z'g‘:r't“gering in the ASME A17.1; e.g., s. Comm 18.1702 corresponds to ASMEN(;te: See ch. Comm 62 of the buildingde for stretcher-sized elevator require
. . ments.
History: CR 03-047: crRegister March 2004 No. 579f#-1-04. (6) MARKING PLATES FOR SAFETIES. This is a departmenmtle
in addition to the requirements ASME A17.1 section 2.17.14:

Therequirements in ASME A17.1 section 1.1 are not included e manutactures model number shaéilso be marked on the

i Iplate.
partof this chapter etalplate N
Note: See ss. Comm 18.1001 to 18.1003 for purpssepe and application ~ (7) MARKING PLATESFORSPEED-GOVERNORS This is a depait

requirements. ment rule in addition to the requirements in ASME Alsegtion

~ Note: See ASME A18.1 and subch. VI for requirements relating to vertical ar 18.9: The manufacturés model number shadllso be marked
:erﬁl;)r?ggnrﬂ)lgftorm lifts, and stairwaghairlifts serving public buildings and places ofon the metal plate.

(2) PURPOSEAND EXCEPTIONS. The requirements iASME (8) OPERATING DEVICES AND CONTROL EQUIPMENT. This is &
A17.1section 1.2 are not included as part of this chapter departmentule in addition to the requirements in ASME Al17.1

Note: See ss. Comm 18.1001 to 18.1003 for purpssepe and application S€Ction2.26.4.1: All electrical equipment and wiring shall eom
requirements. ply with ch. Comm 16, Electrical Code.

(3) DerINITIONS. Substitute the following definitions for the  (9) EMERGENCY OPERATION AND SIGNALING DEVICES. (a)
correspondinglefinitions listed in ASME A17.1 section 1.3:  Emergencyor standby power systenThis is a department infor

(a) “Approved” has the meaning specified in s. Comm 18.10@4ationalnote to be used under ASME A17.1 section 2.27.2:
2).

Comm 18.1701 Scope and application. (1) Scork.

Note: Standby power requirements for elevators in healthcare facilities are found
“ . T in the National Electrical Code, Article 517 as adopted under ch. Comm 16. In other
(b) “Authority having jurisdiction” means the department. typesof buildings stand—by power requirements are found in the building code under

(c) “Building code” has the meaning specified in s. Comr{®C chapter 62. _ _ S
18.1004(5). (b) Phase | emeency ecall operation by fi alarm initiating
History: CR 03-047: crRegister March 2004 No. 579f.ef~1-04. device. 1. Substitute the following wording for the requirements
in ASME A17.1 section 2.27.3.2.1 (a): At each elevator lobby
Comm 18.1702 Electric elevators. (1) Equipment Servedby the elevator
PERMITTED. This is a department informational note to be used 2. Substitutethe following wording for the requirements in

underASME A17.1 section 2.7.2.1: ASME A17.1 section 2.27.3.2.3 (a): Thetivation of a fire alarm
Note: See Comm 82 for prohibition of sumps and supamps in elevator initiating device specified in ASME A17.1 section 2.27.3.2.1 at
machinerooms. any elevator lobbyotherthan at the designated level, shall cause

(2) MACHINE ROOMS AND MACHINERY SPACES. (&) Access t0 gl elevators that serve that lobland anyassociated elevator of

machinerooms and machinery space§hese are departmenta group automatic operation, to be returned nonstop tdetie
rules in addition to the requirements in ASME Al17.1 sectioRatedlevel.

2.7.3.1: . 3. Substitutethe following wording for the requirements in
1. Access to the machine room or penthouse for elevati{§ME A17.1 section 2.27.3.2.4 (a): Thetivation of a fire alarm
shall not be through any toilet room, sleeping room or privaigitiating devicespecified in ASME A17.1 section 2.27.3.2.1 (a)

roomor space. thatis located at the designatéalel, shall cause all elevators

2. Access to other spaces in a building or facility shalpass servingthat lobby to be recalled to an alternate level, unless Phase
throughthe machine room. | emegency recall is in ééct.

(b) Access doors and openings. This is a departmentle 4. Substitutethe following wording for the requirements in

in addition to the requirements in ASME A17.1 section 2.7.3.4.ASME A17.1 section 2.27.4.2 (first paragraph): Fire alarm-initi
The entrance to the machine rocend control rooms shall be ating devices shall be installed at each elevator lobby served by
identified with a permanent sign. The lettering on the sign shalie elevator andin the associated machine room, control space,
be at least one-inch high and state “elevator machine room”,or control room,and elevator hoistwayn compliance with the
equivalentwording. requirementsn NFFA 72.
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9 DEPARTMENT OF COMMERCE Comm 18.1708

(c) Switch keys.This is a department rule in additionttee  5.10.1.21.2: All elevators shall have an assigned operator while
requirementsn ASME A17.1 section 2.27.8: An additional setn use.
of switch keys and elevator machine room accessfkeyse by Hi(slt)ory: SR 03(—2?47(:3?Register(‘ll\;larC(ré)Zooé l\ég) 57%%—1704; gR 08_1?305 008

1 H T am. , Landrecr(z), t , renum. to to be to egister December

the fire department’. pollce department’ or .Other aUth.Omd No. 636, ef. 1-1-09;correction in (1) made under s. 13.9¢4) (bg)JY., Stats., Regis
sonnelshall be kept in a metal box mounted in a conspicuous 10¢& june 2009 No. 642.
tion adjacent to the main elevator entrances at the designated floor
Orh‘?t?]er apgroved Io%atgon.h T?.e ng shall ha\beckFtypg cover Comm 18.1707 Dumbwaiter and Type B material
which can be opened by the fire department, police departmegfs (1) Power AND HAND DUMBWAITERS WITHOUT AUTOMATIC

or other authorized personnel. : ; ;
X . TRANSFER DEVICES. Substitutethe following wording for the
History: CR03-047: crRegister March 2004 No. 579f.ef-1-04; CR 08-030: ; : - - .
am.(2) (&) (o), 1 (3), renum. (4) to (8) and (10) (5) to be (3) to (7) and (10) (J€duUirementsn ASME A17.1 Part 7, Scope: This part applies to

cr. (8) and (10) (b) Register December 2008 688, ef. 1-1-09,EmR0901: emerg.  powerdumbwaiters andype B material lifts.

r. (8), eff.2-5-09; CR 09-012:.r(8), renum. (9) and (10) to be (8) and (9) Register - .

June 2009 No. 642, eff. 7-1-09. (2) Hoistway-AccESSDOORS. This is a department rule in

addition to the requirements in ASME A17.1 section 71151

Comm 18.1703 Hydraulic elevators. (1) REFUGE Hoistwayaccess door panels for power dumbwaiséedl be pre

SPACEON TOPOF CARENCLOSURE. This is a department rule in addi vided with an electriccontact to remove power to the driving

tion to the requirements in ASME A17.1 section 3.4.7: Refuggeanswhen the panel is not in the closed position.

spaceon top of a car enclosure shall be identifiediécordance  (3) HoisTwAY-DOORVISION PANELS. Substitute the following

with ASME A17.1 section 2.4.12.2. wording for the requirementin ASME Al7.l section 7.118:
(2) CyLINDERS BELOW GROUND. These are department rules invision panels shall be provided in hoistwagors where position

additionto the requirements in ASME A17.1 section 3.18.3.8.3ndicatorsare not provided. iion panels shall complwith
(@) The material protecting the cylinder shall withstand theSME A17.1 sections 217.1.2, 2.11.7.1.3, 2117.1.4 and

installationprocess. 2.1_1.7.1.6,and the total area of one or2_rnore vision panels in any
(b) Therequirements in ASME A17.1 section 3.18.3.8.3 ( 0|25twaydoor shall not be less than 4<and not more than 25

may not be used as a single means of protection. m.=. ) . :
Note: See ICC/ANSI A17.1 section 404.2.10 for vision panels in doors.

(3) ANTI-CREEPOPERATION. Substitutethe following wording  pistory: CR 03-047: crRegister March 2004 No. 579f.6f-1-04.
for the requirements in ASME Al17.1 section 3.26.3.1The
anti—creepdevice shall maintain the car within 1/2 inch of the

landingirrespective of the position of the hoistway door Comm 18.1708 General requirements. (1) SECURITY.

Thisis a department rule in addition to the requiremenfsSE

thes ;’52;2%95?2532{327 18.1005 (1) and (2) for application of cross-references Withl§ 7 1 gectiong.1: Key access as specified in this section will not
History: CR 03-047: crRegister March 2004 No. 579f.ef-1-04. be verified by the department.

) o (2) MAINTENANCE, REPAIRAND REPLACEMENT. (@) Application

Comm 18.1705 Special application elevators. of ASME A17.1 section 8.6ubstitute théollowing wording for

(1) LIMITED-USE/LIMITED-APPLICATION ELEVATORS. This is a  therequirements in ASME A17.1 section 8.6 (intro.paASME
departmentule in addition to the requirements in ASME A17.1a17.1 sections 8.6.1 to 8.6.5and ASME A17.1 sections 8.6.12.1,

section5.2.1.8: Where sprinklers are installedan elevator g6.12.3.1.3and 8.6.12.4.1.2 apply tmaintenance, repairs and
machineroom orhoistway the elevatqmegardless of the vertical repjacements.
traveldistance, shall comply with ASMK17.1 sections 2.27.3.1 b) G : . :
; eneral equirements.1. Substitute the following word
and 2.27.3.2 for emgency recall for electric elevators, or ASMEing(fCZr the requirgments in ASME A17.1 section 8.6.194.2: The
ﬁlgféjfccg?:faﬁéi ]sshgﬁzcgr%d |3'2v3i't?r)1foArSeleE ' :{;icasne';c;ironowneror ownefts agent shall retain theaintenance records as
2y27 8and s. Comm 18.1702 (g)y(c) for switch kevs ' specifiedin ASME A17.1 section 8.6.1.4.1 and keep these records
o ' ) ys. ... . atthebuilding site. Any electronic format records of maintenance
(2) PRIVATE RESIDENCEELEVATORS. (@) Except as specified in B;arformedon conveyances shall be transferred to the paper copy
par.(b), the requirements in ASME A17.1 section 5.3 shall appl the maintenance recovdthin 3 months of the initial recording
to private residence elevators serving dwelling units. ot maintenance. Maintenance recorte the property of the
(b) Private residence elevators installed in public buildings gvnerand shall be readily available upon request from elevator
placesof employment prior to July 1, 2002 shall comply witthersonnel.
ASME Al7.1 section 5.3 as applicable to any repaplacement 2. Substitutethe following wording for the requirements in

or alteration of the installed equipment. _ ASME A17.1 section 8.6.1.6.5: Class “ABC” fiextinguishers

(c) This is a department rule in addition to the requiremetsspa|| pe provided in, or adjacent to, elevator electrical machine
ASME A17.1 section 5.3:Machinery spaces, machine roomsyooms, control rooms and control spaces outside the hoistway
control spaces and control rooms where provided shall confoffiendedfor full bodily entry and walk-in machinery and control
to ASME A17.1 section 5.2.1.7. roomsfor escalators and moving walks; and they shalbbated

(d) This is a department rule in addition to the requirements @nvenientto the access daor

ASME A17.1 section 5.3.1.8.1: (c) Maintenance of hydraulic elevatord. This is alepart

1. Except as specifieid subd. 2., the top of the car enclosurgnentrule in addition to the requirements in ASME A18eLtion
shallcomply with the load requiremenspecified under ASME 8.6.5.7: An owner shathaintaina written record of oil level and
Al7.1section 2.14.1.6. usageon a quarterly basis.

2. A carenclosure shall be permitted to have a top that is non— 2 gypstitutethe following wording for the requirements in
load bearing provided the top of the car enclosure is marked A&\ME A17.1 section 8.6.5.8: Elevators installed prior to January

indicateit cannot sustain a load. 1, 1994 and that have below ground hydraulic cylinders shall be
(3) SHIPBOARDELEVATORS. The requirements in ASMEL7.1  testedin accordance with ASME A17.1 sections183L2.1 and
section5.8 are not included as part of this chapter 8.11.3.2.2. If theseannual tests indicate the cylinder or piping
(4) MINE ELEVATORS. Therequirements in ASME A17.1 sec belowground is leaking oil, thiydraulic cylinder or piping shall
tion 5.9 are not included as part of this chapter bereplaced.

(5) ELEVATORSUSEDFORCONSTRUCTION. Thisis a department  (d) Special povisions. This is a department rule in addition
rule in addition to the requirements in ASME Al7sgction to the requirementsn ASME Al17.1 sections 8.6113 to 8.6.1.8:
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Comm 18.1708 WISCONSINADMINISTRATIVE CODE 10

Written procedures as specified in these sections will not be-evalu 3. Category 3 periodic tests shall be made at intervals not lon
atedby the department. gerthan 3 years.

(3) ALTERATIONS. (a) Alterations to electric elevatorsl. This 4. Category 5 periodic tests shall be made at intervals not lon
is a department rule in addition to the requirements in ASMgerthan 5 years.
Al17.1section 8.7.2.8Where sprinklers are installed in cornec (¢) nstallation placedbut of service.Substitute the following
tion with an elevator machine room or hoistwélye elevatar \yordingfor the requirements in ASME A17.1 section18114:

regardles®f the vertical travel distance, shedimply with ASME . .
A17.1 sections 2.27.3 to 2.27.8 for emency recall and emer fouo%/\.liﬁ\gclzonveyance placed out of service shall require afief

gencyin—car operation. . . .
2. This is a department rule in addition to the requirements in - Removal of power feed lines from the load side terminals

ASME A17.1 section 8.7.2.17.1: When an alteration involves the electrlcal dlsconpectlng mgans. ) .
increasdn rise and the altered elevator meets ASME A17.1 sec b. Sealing of the disconnecting means in the open position.
tion 2.27.3 (a), the applicable requirementf\8ME A17.1 se€ c. For elevators, dumbwaiteasd material lifts, securing or
tion 2.27.3.1 to 2.27.8 shall be provided. locking of hoistway doors and access doors.

3. Thisis a department rule in addition to the requirements jriNote: SeeASME A17.1 section 8.1.3 for requirements relating to Group 2 secu
ASME A17.1 section 8.7.2.28: When emency recall and emer " . .
gencyin—car operations are installed, the operations siua! d. The car and counterweights, where provided, dtall
form to the requirements of ASME A17.1 section 2.27.3. securedo preventither from falling due to suspension member

4. This is a department rule in addition to the requirements% equipment failure. . o
ASME A17.1 section 8.7.2.22.1: When an alteration involves an €: For escalators or moving walks, barricadingofrances
increasen rise and the altered elevator meets ASME A17.1 sd@ prevent access. Barricades shall be constructed in accordance
tion 2.27.3 (a), the applicable requirement&SME A17.1 see  With the building code.
tion 2.27.3.1 to 2.27.8 shall be provided. f. Inspection of subd. 1. a. to d. shall be performed by the
(b) Alterations to hydraulic elevatorsl. This is a department department.
rule in addition to the requirements in ASME A17.1 section 8.7.3: g. Approval ofthe building code authority where a convey
Wherea reopening device for power operated car doogates anceis part of arequired accessible route in an occupied building.
is altered, replaced or addeSME A17.1 section 8.7.2.13 shall 2 A conveyance placed out of service shall not require peri
apply. odic inspections or tests.

2. This is a department rule in addition to the requirements in 3 A conveyance placed out of servigeall require applicable

ASME A17.1 section 8.7.3.8: Where sprinkler® installed in - periodicinspections and tests before being returned to service.
connectiorwith an elevator machine room or hoistywe eleva
. (7) PERIODIC INSPECTION AND TESTS OF ELECTRIC ELEVATORS,

fg'\;l%gzrltj;efs of the \Z/le;ic;I trz;vg %isftance, shal conlwlply(;/vika) Periodic test equirrments, category 5This is a department
emergency.n—(s:gftc;%gra{tior.l 10 2.27.8 for egency recall an rule in addition to the requirements in ASME Al7séction
' 8.11.2.3: Results of all category 5 testisall be submitted to the

3. This is a department rule in addition to the requirements P
ASME A17.1 section 8.7.3.31.8When emagency recall and %p(?:;trznlenbn department forms apecified in s. Comm 18.1015

emegency in—car operations are installed, the operations shal

conformto the requirements of ASME A17.1 section 3.27. (b) Car and counterweight safetieJhis is a department rule

(4) CobEDATA PLATE. Substitutahe following wording for the in addition to the requirements in ASME A17.1 sectiod 2 B.1:

requirementsn ASME A17.1 sectios.9 introductory paragraph: Any damaged section of wood guide rails shall be replaced.

ASME A17.1 section 8.9 contains requirements for all new equiP (8) PERIODICINSPECTIONAND TESTSOFHYDRAULIC ELEVATORS.
mentwithin the scope of this chapter a) Relief valve settingnd system pssue test and cylinder test

(5) ACCEPTANCEINSPECTIONSAND TESTS, GENERAL REQUIRE ing. These are department rules in addition to the requirements in
MENTS. Substitutehe following wording for the requirements inASNIE A1_7'1 SEF)'[IOI‘I 83]?3'2'1' ) )

ASME A17.1 sections 8.10.1.1.1 and 8.10.1.1.3: 1. This section applies only to hydraulic elevators installed

(a) Persons authorized to make acceptance inspections Ell to January 1, 1994 and that h-ave below ground cylinders.
tests. Licensed elevator inspectors performing acceptance 2. Results of theelief valve setting and system pressure test
inspectionsfor new or altered installations shall comply with sshallbe submitted to the department on department forrsess
Comm18.1015 (1), (2) (b) and (c) and (4) (a). ified in s. Comm 18.1015 (4) (c) 2.

(b) Persons installing or altering equipmerithis is adepart (b) Hydraulic cylinders and @issue piping. These are depart
mentrule in addition to the requirements in ASME A18ektion mentrules in addition to theequirements in ASME A17.1 section
8.10.1.1.2: The installatiorshall not be placed in service until8.11.3.2.2:
authorizedby the department or agent municipality 1. This section applies only to hydraulic elevators installed

(6) PERIODIC INSPECTIONSAND TESTS. (@) Personsauthorized prior to January 1, 1994 and that have below ground cylinders.
to make periodic inspections and tes8ubstitute the following 2. Results othe hydraulic cylinder and pressure piping tests
wording for the requirements in ASME A17.1 sectionsl8l11, shallbe submitted to the department on department forrsgess
8.11.1.1.313nd 8.1.1.1.2: Licgnsedle\r/]at”or insp;laﬁors perform ified in s. Comm 18.1015 (4) (c) 2.
ing periodic inspections and test shall complith s. Comm () pegiopic INSPECTIONAND TESTSOF ESCALATORSAND MOV~
18.1015(1), (2) (a) and (4) (b) and (c). ING WALKS. (a) Step/skirt performance indesthis is a department

(b) Periodic inspection and teequency.Substitute the fel  rule in addition to the requirements in ASME Al7sgction
lowing wording for the requirements in ASME A17.1 sectiorg,11.4.2.19:Results of the step/skirt performance index test shall
8.11.1.3: be submitted to the departmemt department forms as specified

1. Periodic inspections shall be made at intervals not longers. Comm 18.1015 (4) (c) 2.
than one year (b) Clearance between step and skifhis isa department rule

2. Category 1 periodic tests shall be made at intervals not lam addition to the requirements IASME A17.1 section
gerthan one year 8.11.4.2.20: Results of the clearance between the step and skirt
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11 DEPARTMENT OF COMMERCE Comm 18.1802

shallbe submitted to the department on department forragess (b) Ramps. Any difference in elevation between the floor of
ified in s. Comm 18.1015 (4) (c) 2. the platform lift and floor level of the building shall be overcome

History: CR 03-047: crRegister March 2004 No. 579f.ef-1-04; CR 07-089: by ramps complying with the building code.
am.(8) (a), (b), and (9) (a) 1. Register June 2008 No. 680;€f-08; CR 08-030: 5) E Substitute the followi di
r. and recrRegister December 2008 N&36, ef. 1-1-09; correction in (8) made (5) ELECTRICAL EQUIPMENT. Substitute the following wording

under13.92 (4) (b) 1., Stats., Register December 2008 No. 636. for the requirements in ASME A18.1 section 2.1.6Etectrical
equipmentshall comply with ch. Comm 16.
Comm 18.1709 Reference codes, standards and (6) PLATFORM sizE. Substitute the following wording fdhe

specifications. Substitute the following wording for the yequirementsn ASME A18.1 section 2.6.5:

requirementsin ASME Al7.1 Table 9.1, entry ANSI/ICC a) Size of platform Except as specified in the net plat
Al17.1-(latestedition): Accessibility inpublic buildings and forsn)area of ePIift shall havgminingum clear \F/)v?cti)%h of 36 inpches
placesof employment shall berovided in accordance with ICC/ o4 minimum clear length of 54 inches. The net inside platform
ANSIA117.1 - 2003 as incorporated by reference in the buildinge sshal not exceed 18 square feet. Platform lift controls may not

code. ; :
o . . o _nan. Projectmore than 4nches from the platform side wall measured
A o o bor NG S 2 g O S7OreIm1704: CRO8-030: hetyyeena minimum of 30 inches to a maximum of 48 inches

abovethe platform floor The minimum platform width between

SubchapterVI — Changes, Additions or Omissions to allowedprojections shall not be less than 32 inches.
ASME A18.1 (b) Side entrance platformsThe net platform area for plat
form lifts with side doors shall have not more than 18 sqieste
Comm 18.1800 Changes, additions or omissions to with a minimum clear width of 39 inchemd minimum clear

ASME A18.1. Changes, additions or omissions to the AsmEngthof 60 inches. _

A18.1 are specifiedn this subchapter and are rules of the depart (7) LIMITATION OFLOAD, SPEEDAND TRAVEL. Substitute the fel

mentand are not requirements of the ASME A18.1. lowing wording for the requirements in ASME A18.1 section
Note: Thesections in this chapter are generally numbered to correspond with #¢/-1: A verticalwheelchair lift shall comply with all of the fol

sectionnumbering in the ASME A18.1; e.g., s. Comm 18.1801 corresponds to ASNBWiNg:

A18.1Part 1.
History: CR03-047: crRegister March 2004 No. 579f.éf-1-04: CR 08-030: (@) Rated load.The rated load shall be at least 750 Ibs.

am. R,\?gistg; Deﬁce7mtl)er 2008 No. 636, Bf1-09,CR 09-012: am. Register June (b) Sustaining and lowering a loadlhe lift shall be capable
009No. 642, eff. 7-1-09. of sustaining and lowering a load as specified in ASME A18.1

Figure9.7.
Comm 18.1801 Scope. (1) EQUIPMENTCOVEREDBY THIS
STANDARD. Substitute the following wording for the requirements '(C)t Rated speedThe rated speed shall not exceed 30 feet per
in ASME A18.1 section 1.1: The scope and application requir@'nu e.

mentsfor equipment covered by this code shall be as speaified  (8) OPERATINGDEVICESAND CONTROLEQUIPMENT. (a) Opera-
ss.Comm 18.1002 and 18.1003. tion. Substitute the following wording for the requirements in

Note: Vertical platform lifts, inclined wheelchair lifts and stairway chairliftsy ASME A18.1 section 2.10.1: Platform lifts shall comply vath

beused as permitted in the building code. of the fOHOWing:

Note: Under s. 101.13 (1), Stats., “access” means the physical characteristics of 1, Operation of the lift from the landing and from the platform
aplace which allow persons with functional limitations caused by impairments 5 — i
sight,hearing, coordination grerception of persons with semi—ambulatory or—nonghall b.e Cont.m”ed by:ommuo.us pressure type switches. The
ambulatorydisabilities to enterirculate within and leave a place of employnmnt Operatingdevices shall be designed so that both the up and down

public building and use the public toilet facilities and passenger elevators in the pl@gecuits cannot be operated at the same time.
of employment or public building without assistance. 2. Control itches at the landin hedimol ith the
(2) DeriNniTiONSs. Substitute the following definitions for the requi'rementsunsdvglr IC(S:/ANSI A17 Ilgsse(?tions p4)67W|2 1 and
correspondinglefinitions in ASME A18.1 section 1.3: 407.2.1.1t0 407.2.1.4. ' o
(2) “Authority having jurisdiction” means the department. 3. Floor designations shall comply with the requirements
(b) “Building code” has the meaning given in s. ComnunderlCC/ANSI A117.1 section 407.2.3.1.

18.1004(5). 4. Lift control switches on the platform shall comply with the
_(3) REFERENCECODES,STANDARDS AND SPECIFICATIONS. SUb  requirementsunder ICC/ANSI A17.1 section 407.4.6.2 and
stitute the following wording for therequirements in ASME 407.4.7.1.1to0 407.4.7.1.3

Al8.1Table 1.5-1, entry ICC/ANSA117.1 - 1998: Accessibil 5. Emegency communications shall comply with the

ity shall be prow_de_d in accordance with the ICC/ANSLAL - requirementsinder ICC/ANSI A17.1 section 407.4.10.2.

2003and the building code. Note: See IBC chapter 10 for maintaining the minimum means of egidtiss
History: CR03-047: crRegister March 2004 No. 579f.ef-1-04; CR 08-030: for building occupants.

r. and recr(3), am. (1) and (2) (intro.) Register December 2008 No. 63@-6f-09. Note: See ICC/ANSI A17.1 section 410 for additional platform liiquirements.

. . (b) Electrical equipment and wiringSubstitute the following
Comm 18.1802 \Vertical platform lifts. (1) RUNWAY  \yording for the requirements ASME A18.1 sections 2.10.9.1
ENCLOSUREPROVIDED. Th|S IS a depal’tmelmlle n addltlon to the and21092 Electrical equipmesha” Comp|y W|th Ch. Comm
requirementsn ASME A18.1 section 2.1.1.7: The grab rails shaljg_
not project more than 4 inches from the platform _S"de wall. (c) Manual operation. Substitute the following wording for
(2) PARTIAL RUNWAY ENCLOSUREPROVIDED. This is a depaft  therequirements in ASME18.1 section 2.10.10: Means shall be
mentrule in addition to the requirements in ASME Al8ettion providedto permit authorized personnel from a position outside
2.1.2.8: The grab rails shall not prOjeCt more than 4 inches from the runway enclosure to raise or lower the p|atfmanua”y
the platform side wall. in the event of power failure, unless standby power is provided.
(3) RUNwAY ENCLOSURENOT PROVIDED. The requirements in  (9) EmERGENCY SIGNALS. Substitute the following wording
ASME A17.1 section 2.1.3 are not included as péthis chapter for the requirements in ASME A18.1 sections12.2.11.1 and
(4) LOWERLEVEL ACCESSRAMPSAND PITS. Substitute théol-  2.11.2:

lowing wording for the requirements in ASME A18.1 section (a) Authorized personnel continuously available on site.

215 buildingswhere authorized personnel are continuously available
(a) Pits. Lifts conforming toASME A18.1 sections 2.1.1 or on site, lifts shall be provided with an audible signaling device,
2.1.2may have a pit. operablefrom the emeagency stop switch, marked also with
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Comm 18.1802 WISCONSINADMINISTRATIVE CODE 12

“ALARM” or from a separate switch marked “ALARM/ich Note: See informational note under s. Comm 18.1801 (1) for statute definition of
is located in oradjacent to the platform operating panel. Thé“f_lciits;'y_ CRO3-047: crRegister March 2004 No. 579f f~1-04; CR 08~030:
switch marked “ALARM” shall illuminate when actuated. Theam. r. (2) (b) and (4), renum. (2) (a) (intro.), 1. and 2. to be (2) (intro.), (a) and (b)

audiblesignaling device shall comply with all of the following: RegisterDecember 2008 No. 636,fel—1-09; correction to renumbering made
1. Have a ratedound pressure rating of not less than 80 dBL/K]derS' 13.92 (4) (b) 1., Stats., Register December 2008 No. 636.

andno more than 90 dBA at 10 feet (3 m). Comm 18.1804 Inclined stairway chairlifts. (1) Gen-
2. Respond without delay aftére switch has been activatederaL. This is a department rule @udition to the requirements in

3. Be located inside the building and audible inside the plSME A18.1 section 4 intro. paragraph: Stairway chairlifts com
form and outside the runway plying with this section may not be usesd part of an accessible

. : o route in public buildings or places of employment.
(b) .AUthO“ZEd personnel not ava”abldn bu[ldlngs vyhere Note: See the building code and the ICC/ANSIIA1L chapter 4 for acceptable
authorizedpersonnel are not continuously available within thgsmponents of an accessible route.

building, the platform.shall be .provide.mith ameans Within the (2) Runways.  Substitutethe following wording for the
platform for communicating with or signaling to authorized pefequirementsn ASME A18.1 section 4.1.1: Inclined stairway
sonnelresponsible for taking appropriate action. MU chajrlifts shall be installed tenaintain the minimum means of
nicationsor signaling means shatmain operable during a fail egresgequirements specified in the building code. The minimum
ure of the normal building power supplirhepower source shall meansof egress width shall be measured with the lift in its opera
be capable of providing fothe operation of all of the following: tignal position.

1. The audible Signaling device and illumination of the alarm (3) LIMITATIONS OF CAPACITY, LOAD, AND SPEED. This is a

switchor visual identification for at least one hour departmentule in addition to the requirements in ASME A18.1
2. The signaling and communicatiomgans for at least four section4.7.1: An inclined stairway chairlift shall be limited to
hours. serve3 stops and 2 consecutive stories.

History: CR03-047: crRegister March 2004 No. 579f64—1—04, CR 08-030: (4) ELECTRICAL EQUIPMENT AND WIRING. Substltute the fel
Fenum (3) (0 and (@ 16 be (5) (5) and (0) Registel becenber 3006 No, 636, dowing wording for the requirements in ASME A18.1 sections
1-1-009. 4.10.3.1and 4.10.3.2: Electrical equipment shall comply with ch.

Comm16.
Comm 18.1803 Inclined platform lifts. (1) RUNWAYS. History: CR03-047: crRegister March 2004 No. 579f.ef-1-04; CR 08-030:

(a) Means of egss. Substitute the following wording for the 2™-Register December 2008 No. 636, &1-09.

requirementsin ASME A18.1 section 3.1.1:Lifts shall be  comm 18.1805 Private residence vertical platform

installedso that the means of egréssnaintained as required injjts -~ Sybstitute the following wording for the requiremeints

the building code. The minimum means of egrertith shall be - AS\ME A18.1 section 5:Private residence vertical platform lifts

measuredvith the lift in its operational position. areprohibited installations in public and common use anésn
Note: See IBC chapter 10 for means of egress requirements. public buildings or places of employment.

(b) Ramps. Substitute the following wording for the require * pistory: CR03-047: crRegister March 2004 No. 579f.ef-1-04; CR 08-030:
mentsin ASME A18.1 sectior8.1.4: Any diference in elevation am.Register December 2008 No. 636, &f1-09.

betweenthe floor of the platform lift and the floor level of the

building shall be overcome byamps complying with the building . €omm 18.1806 Private residence inclined platform
code. g owmp pying g lifts. Substitute the following wording for the requiremeints

ASME A18.1 section 6:Private residence inclined platform lifts

() Electrical equipment and wiringSubstitute the following areprohibited installations in public and common use anéthsn

wording for the requirements in ASME A18.1 section 3.18kec public buildings or places of employment.

trical equipment shall comply with ch. Comm 16. History: CR 03-047: crRegister March 2004 No. 579f.éf~1-04; CR 08-030:
(2) PLaTFORM AREA. Substitutethe following wording for the am.Register December 2008 No. 636, &+1-09.

requirementsn ASME A18.1 section 3.6.4:

. . . Comm 18.1807 Private residence inclined stairway
Alga)l S-rer:;?igﬁt:gpgagolr rzhaarlf?]af\c/’é aa l:lfwtir?i%rnﬂygga\;\/l\s\t} d?hs '(\)/le3 airlifts. Substitute the following wording for the requirements

. - - in ASME A18.1 section 7: Private residence inclined stairway
inchesand a minimum clear length 9f >4 mcheg. . chairlifts are prohibited installations in public and common use
(b) Thenet platform area of a lift complying with ASME greagwithin public buildings or places of employment.
A18.1 section 3.6.8.2 shall not exceed 12 square feet and shallistory: CR03-047: crRegister March 2004 No. 579f.ef-1-04; CR 08-030:
havea minimum clear width of 30 inches and a minimum cleam. Register December 2008 No. 636, &f-1-09.
lengthof 48 inches.
(3) CAPACITY, LOAD, SPEED,AND ANGLE OF INCLINATION. (&)
Limitationsof capacityload, and speedSubstitute the following
wording for the requirements in ASME A18.1 section 3.7.1:

Comm 18.1808 Hydraulic driving means. Theseare
departmentules in addition to the requirements in ASME A18.1
section8.1:

. . . (1) SHutorrvaLves. A manually operated shufofalve shall
1. An inclined platform lift shall be limited to serve 3 stop$ye provided between the hydraulic machines and the hydraulic
and2 consecutive stories. cylinderand shall be located outside the hoistway and adjacent to
2. The capacity shall be one person. the hydraulic machine on all hydraulic platform lifts with separate
3. The rated load shall be not less than 450 pounds and m@tchinerooms.
greater than 750 pounds. The lift shall be capable of sustaining2) Pump rReLIEFVALVE. (a) General. Except as specified in
andlowering a load as specified in ASME A18.1 Figure 9.7. par.(b), each pump or group of pumps shall be equipped with one
4. The rated speed measured along the incline shall gtmore relief valves conforming to all of the following require
exceed30 feet per minute. ments:

(b) Capacity plate.This is a department rule in addition to the 1. The relief valve shall be located between the pump and the
requirementsn ASME A18.1 section 3.7.3A sign stating the checkvalve and shall be of such a type and so installed in the
capacityof the lift shall beposted at each landing or on the lift ildypassconnection that the valve cannot be shiitfam the
aconspicuous location. Lettering for this sign shall minimum hydraulicsystem.
of one-inch high and shall comply witBC/ANSI A117.1 see 2. The size of theelief valve and bypass shall beffiént
tion 703.3. to pass the maximum rated capacity of the pump without raising
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13 DEPARTMENT OF COMMERCE Comm 18.1820

the pressure more than 50% above the working pressw@oil  lic and under theupervision of court fitials. Runway construc

morerelief valves may be used to obtain the required capacityion for lifts that penetrate a floor must comply with ASME A18.1
3. Relief valves shall be sealed after being set to the corrég€tion2.1.1 and with the building code.

pressure. (2) Runway ENTRANCES. (a) The runway entrance shall be

(b) No relief valve. A relief valve is not required faentrifugal guardedat the uppermost landing by a door of unperforated con
pumpsdriven by induction motors, provided the shuf-of max  struction. The door shall bself—clc_)smg or power—operated, ata
imum pressure that the pump can develop, is not gretaser height not less th_an 900 mm (36 irahdwithstand, W_|th0ut per
135%of the working pressure at the pump. manentdef_ormat|on, a force_ of 125 1650 N) applied on any

(3) CHeck VALVE. A check valve shall be provided and shalf00mm(4 in.) by 100mm (4 in.) area. The door shall be located
beso installed that it will hold the platform lift with rated load af®tmore than 75 mm (3 in.) from the platform sill.
any point when the pump stopsid the down valves are closed or (b) Intermediate landing entrances shall be guarded in accord
the maintained pressure drops below the minimum operatiggicewith the requirements of ASME A18.1 sections 2.1.4.2.1 or
pressure. 2.1.4.2.2.

(4) PRESSUREGAUGE FITTINGS. A pressure gauge fitting with 1. The runway entrance at any intermediate landing entrance
shutof valve shallbe provided on the cylinder side of the checkhall be guarded by a self closing or power-operated door of
valve or immediately adjacent to the hydraulic control valve. unperforatecconstruction not wider thahe entrance to the plat

(5) TYPETESTS CERTIFICATION, AND MARKING PLATESFORCON-  {OM plus 25 mm (1 in.). The door shall be a minimum height of
TROL VALVES. (@) Engineering tests and certificationqmess. 150mm (6 in.) and extend to the top landing plus 75 mm (3 in.).
Eachtype or model and make of hydraulic control valve shall GE€ lift side of the door and sihall present a smooth surface
subjected to the engineering tests and to the certification prociégtednot closer than 10 mm (0.375 in.) nor médran 20 mm
asspecified in ASME A17.1 section 8.3.5, except ASME A17.¢0-75in.) from the edge of the platform floor
section 8.3.5.3.1. 2. Any intermediate landing entrance shall be guarded by a

(b) Hydraulic contols. Hydraulic control valves shatie ~Selfclosing or power—operategliard of smooth, solid construc.
plainly marked in a permanent manmeth all of the following ~tion not wider than the entrance to the platform plus 25 mm (1 in.)
information: andof a height not less than 150 mm (6 in.). The efdbe plat

e ot : e form facing the intermediate landing shall be provided with a plat
1. Certifying oganizations ”ame or identifying §ymb0|. form mounted guard of smooth, solid construction, at least the
_ 2. Thename, trademark, or file number by which thgaer \iqth of the landing entranand of a height not less than 150 mm
nizationthat manufactured the product can be identified. 6in.).

3. Type designation. (c) The area under the platforshall be fully enclosed by

4. Component-rated pressure. smoothguards, either telescoping or stationany all accessible

5. Electrical coil data. platform sides. The guards shall withstand, without permanent

(6) OversPEEDVALVES. When provided, overspeed valvegleformation,a force, of 550 N (125 Ibf) applied @amy 100 mm
andtheir connections and attachments shall conform to ASM# in.) by 100 mm (4 in.) area. Shutter-type (telescopgugyds,

Al17.1section 3.19.4.7. if provided,shall be securely fastened to the lower landing level
History: CR03-047: crRegister March 2004 No. 579f.ef-1-04; CR 08-030: andto the platform. Openingsecessary for operation of guards
am. (intro.) and (1) Register December 2008 No. 6361efl-09. shall reject a ball 12 mm (0'5 in.) in diameter

(d) A vertical fascia shall be provided from the top terminal

departmentules in addition to the requirements in ASME A18.{andingsill and any intermediate landing sill to the level of the bot
section9.8: When wedge rope sockets are provided, they sh ﬁntermlnal landing sill. Openings necessary for operation shall

conformto the requirements of ASME Al17.1 section 2.20.9.5./€lecta ball 12 mm (0.5 in.) diameteThe fascia shall guard the
History: CR 03-047: crRegister March 2004 No. 5797 ef-1-04: CR 08-030: Ul width of the platform. The surface shall not be permanently

am.Register December 2008 No. 636, &F1-09. deformed when a force of 550 N (125 Ibfiispliedon any 100
mm (4 in.) by 100 mm (4 indrea. The clearance between the ver

Comm 18.1810 Routine, periodic, and acceptance tical fasciaand platform edge shall be not less than 10 mm (0.375
inspections and tests. (1) GENERALREQUIREMENTS. (@) Rou- in.) nor more than 20 mm (0.75 in.).
tine inspections and testsSubstitute the following wording for  (e) The runway entrance shall be guarded at the lower landing
the requirements in ASME A18.1 sections 10.1.1 and 10.1.28y a door of unperforated constructiofihe door shall be self-
Licensedelevator inspectors performingutine and periodic cjosingor power-operated, at a height not less than 900 mm (36
inspectionsand tests foequipment covered under this subchapte ), and withstand, without permanent deformation, a force of
shallcomply with s. Comm 18.1015 (1), (2) (a), and (4)gbdl 550N (125 Ibf) on a 100 mm (4 in.) by 100mm (4 in.) area. The

Comm 18.1809 Wedge rope sockets. Theseare

(c). clearanceébetween the lower landirdpor and platform edge shall
(b) Acceptance inspections and tesBubstitute théollowing  be not less than 10 mm (0.375 in.) nor more tham@20(0.75 in.).
wording for the requirements in ASME A18.1 secti.1.3.1: (f) The sides of the platform not used for entrance or exit shall

Licensedelevator inspectorperforming acceptance inspectiongye guarded by stationary runway or platform mounted sidewalls
andtests forequipment covered under this subchapter shalt cof solid construction with no openings, other than those necessary
ply with s. Comm 18.1015 (1), (2) (b) and (c), and (4) (@) for the operation of the lit. Those openings necessary for-opera
(2) InsPECTIONAND TEST PERIODS. Substitute the following tion shall reject a ball 12 mm (0.5 in.) in diametefPlatform
wording for the requirements in ASME18.1 section 10.2.1: The mountedsidewalls shall be at a height ness than 900 mm (36
routineinspections and tests of ASME A18.1 sections 2, 3 andrt). The running clearance betweeplatform mounted sidewall
shallbe made at intervals not longer than 1 year and stationary surfaces shall be not less tB&rmm (2 in.) nor
amHi(Slt)OB,(:e %?e%:j%‘g:z SE)FéeNgl)St%r?, Maé?_hlgggfl(':\ls-0587_59&%_-1;84;85% £n7d_rg?;?: morethan75 mm (3 in.). Stationary runway sidewalls shall be at
@ 'Registegr December 2008 No. 636, &+1-09. - A a height not less than 900 mm (36 in.) above the lower landing.
The clearance between stationary runway sidewalls angl#te
Comm 18.1820 Courtroom lifts. (1) Runways. Rurr form shall be not less than 10 mm (0.375 in.) nor more than 20 mm
waysshall be installed in accordance with ASME A18.1 section-75in.).
2.1.1,2.1.2,2.1.3 or 2.1.4. Lifts conforming to ASME A18.1-sec (g) All doors guards shall be provided with a combination
tion 2.1.4 shall be located in courtroom areas not open to the pofechanicalock and electric contact. Locking devices shall

Register June 2009 No. 64


http://docs.legis.wisconsin.gov/document/register/660/b/toc
http://docs.legis.wisconsin.gov/code/admin_code

Removed byRegister December 2010 No. 6@r current adm. code ségtp://docs.legis.wisconsin.gov/code/admin_code

Comm 18.1820 WISCONSINADMINISTRATIVE CODE 14

protectedagainst tampering from the landing side. The locking (4) LIMITATION OF LOAD, SPEEDAND TRAVEL. The rated load
devicesshall permit a door guard to be opened only iftlaeform  shallbe not less than 200 kg (450 Ib) nor more than 475 kg (1050
floor is within 50 mm (2 in.) of the respective landing. The-platb). Platforms with a floor greater than 1.4 (a5 ) shall have
form shall be permitted to move away from the landing under coi#tedload of not less than 340 kg (750 I®)latforms with a floor
trol of the normal operating device if the door/guard is closed Haf€atetthan 1.7 m (184 shall have rated load of not less than 475
not locked, provided thathe devices will cause the platform tokﬁ?o(algios|g)-e;22(;'fitn32"js‘|:wb§ E?P%b|$ O;ﬁgsl’?tlg(ljng 1neciilg\t/1v§:|2%t
Egglrfel[thren%\é%?/awa}éf-r O|m tEedIandlng more than 50 mm (2 Ingxceect).lSIDm/s (30 ft/min).Trang of lifts conformingpto ASME
guard is locked. - !

o . . Al8.1sections 2.1.1 and 2.1.2 shall egteed 4250 mm (168 in.).

(3) FLoorAreA. The inside net floor area of lifts conformingyaye| of lifts conforming to ASME A18.1 section 2.1.3 shall not
to ASME A18.1 sections 2.1.1, 2.1.2, and 2.1.3 shall not exceggbeed1500 mm (60 in.). fvel of lifts conforming to ASME
1.7 m? (18 fd). The inside net floor area of lifts conforming toa18.1 section 2.1.4 shail not exceed 600 mm (24 in.).
ASME A18.1 section 2.1.4 shall not exceed 23(&5 ft2). History: CR 08-030: crRegister December 2008 No. 636, &£1-09.
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